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FLOATING INSTALLATION
Light weight and easy to install,
for standard aquaculture applications.

SUPPORTS

STATIC INSTALLATION
Guiding pole system solution, easy to remove.
Suitable for deep tank application.

DOCK MOUNT INSTALLATION
Useful for lake de-icing,
weed/algae removal and destrati!cation.

BRIO is a high "ow cost-e#ective circulator and the featured motor is adjustable to the desired depth.
The "ow may be oriented for better adaptation to the tank or basin shape.
With its strong mixing action BRIO ensures destrati!cation and circulation in ponds or water basins up to 3.000 m2.
Equalization enables BRIO to distribute all the nutrients and oxygen over the entire volume of water.
BRIO is suitable for fresh and salt water applications.

PLUS 
› High "ow
› Lightweight
› Adjustable motor depth and orientation
› Energy e$cient
› Fast speed motor available

Customized solutions on request

SINGLE 
PHASE
230 V

THREE 
PHASE
400 V

NOM. 
POW. 

HP

NOM. 
POW. 
KW

AMPERAGE 
SINGLE 
PHASE

AMPERAGE 
THREE 
PHASE

R.P.M./1” WEIGHT 
KG

BRIO 0,5 M
BRIO 1 M

BRIO FS 0,5 M
BRIO FS 1 M
BRIO FS 1,5 M
BRIO FS P 2 M

BRIO 0,5 T
BRIO 1 T

BRIO FS 0,5 T
BRIO FS 1 T
BRIO FS 1,5 T
BRIO FS P 2 T
BRIO FS P 3 T

0.37
0.75

0.37
0.75
1.1
1.5
2.2

3.2
4.5

2.6
5.1
7.5

10.0

1.3
2.0

1.6
2.0
2.5
3.2
4.8

1400
1400

2800
2800
2800
2800
2800

16.5
17.5

15
16.5
16.5

20/17.5
20

0.55
1

0.5
1

1.5
2
3

BRIO

OPTIONAL CONVEYOR
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Motor body 
in marine brass
suitable for seawater
and resistant to galvanic currents 

Fast speed motor FS 
available with 

double RPM for 
extended mixing e#ect

Anode in Al-Zn to avoid motor corrosion 
in the most demanding environment

Propeller in light weight 
reinforced plastic, 

high mixing action 
from 600 to 1200m3/h

10mt 20 30 5040 60 70 80

10

10

5

5

0

cm/sec

BRIO 0.5

BRIO 1.0

10mt 20 30 5040 60 70 80

10

10

5

5

0

cm/sec

BRIO FS 0.5

BRIO FS 1.0

BRIO FS 1.5

BRIO FS 2.0
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ACQUA&CO S.R.L 
Via Augera, 5/A 42023 Cadelbosco di Sopra (RE) - Italia 
Tel. +39 0522 918701 - Fax +39 0522 918790 
info@acquaeco.com

MADE IN ITALY



ACQUAECOREMEDY

O X Y G E N A T I N G  W A T E R  T E C H N O L O G YO X Y G E N A T I N G  W A T E R  T E C H N O L O G YO X Y G E N A T I N G  W A T E R  T E C H N O L O G YO X Y G E N A T I N G  W A T E R  T E C H N O L O G YO X Y G E N A T I N G  W A T E R  T E C H N O L O G YO X Y G E N A T I N G  W A T E R  T E C H N O L O G YO X Y G E N A T I N G  W A T E R  T E C H N O L O G YO X Y G E N A T I N G  W A T E R  T E C H N O L O G YO X Y G E N A T I N G  W A T E R  T E C H N O L O G Y



Acquaecoremedy offers systems and equipments for the water 
treatment, using own patented technology that provides high 
efficiency purification results at the lower energy consumption, 
which has always been the milestone of our mission. 
Submersible electro-injectors suitable to improve all existing 
treatment processes and for the future more efficient ones.

Acquaecoremedy designs and realizes treatment plants with 
all the classical technologies, including the traditional ones, 
which are mainly suitable for civil or equivalent discharges, as 
well as the more modern and efficient ones suitable for indus-
trial discharges with particular purification needs, ensuring the 
partial or total water reuse into the food industry processes, 
always with attention for the specific request and process.

COMPANY

CIVIL AND INDUSTRIAL 
WASTEWATER TREATMENT

ENVIRONMENTAL 
RESTORATION

PROCESSING IN 
PRODUCTION SYSTEMS



CIRCULATORS

MIXER BR

Mixer BR is classified as a high-flow, energy efficient circulator. BR  is very light, 
easy to handle, sturdy and durable, suitable for use in fresh and salt water. 
Mixer BR  ensures circulation and stratification in ponds with a surface area of 
up to 3000 m2. Through equalization, mixer BR allows the complete and uniform 
distribution of all the nutrients and oxygen over the entire volume of water. 
Mixer BR is available in two versions: BR and FS, with 1650 rpm and 3350 rpm 
respectively. The different powers speeds make the BR a circulator highly ver-
satile and adaptable to different situations. Flow and safety conveyors are also 
available to meet diffused or high speed, direct flows.

Single phase 
230 V

BR20 M 0,5 HP
BR40 M 1 HP
BR05 FS M 0,5 HP
BR08 FS M 1 HP
BR12 FS M 1,5 HP
BR20 FS P M 2 HP

Three phase 
400 V 

BR20 T 0,5 HP
BR40 T 1 HP
BR05 FS T 0,5 HP
BR08 FS T 1 HP
BR12 FS T 1,5 HP 
BR20 FS T 2 HP 
BR25 FS P T 3 HP

Nom. Pow. HP 

0.55 
1 
0.5 
1 
1.5
2
3

Nom. Pow. kW 

0.37 
0.75
0.37 
0.75
1.1
1.5
2.2

Abs. kW Single phase 
 
0.6
0.9 
0.5
1.0
1.5
1.9

Abs. kW Three phase 
400 V 

0.7
1.0 
0.5
1.0
1.5
1.8
2.7

r.p.m. / 1”

1400
1400
2800 
2800 
2800
2800
2800

Weight kg 

16.5
17.5
15
16.5
16.5
20/17.5
20

50 HZ

Single phase 
230 V

BR05 M 0,5 HP
BR08 M 1 HP
BR12 P M 1,5 HP
BR05 FS M 0,5 HP
BR08 FS M 1 HP
BR12 FS M 1,5 HP
BR20 FS P M 2 HP

Three phase 
400 V 

BR05 T 0,5 HP
BR08 T 1 HP
BR12 P T 1,5 HP
BR05 FS T 0,5 HP
BR08 FS T 1 HP
BR12 FS T 1,5 HP
BR20 FS T 2 HP
BR25 FS P T 2,5 HP

Nom. Pow. HP 

0.5 
1
1.5 
0.5 
1 
1.5
2
3.5

Nom. Pow. kW 

0.37 
0.75
1.1
0.37 
0.75
1.1
1.5
2.2

Abs. kW Single phase 
 
0.6
1.1
1.5
0.5 
1.0
1.4
2.2

Abs. kW Three phase 
400 V 

0.7
1.0 
0.5
1.0
1.5
1.8
2.7

r.p.m. / 1”

1650
1650
1650 
3350 
3350 
3350
3350
3350

Weight kg 

16.5
17.5
20
15
16.5
16.5
20/17.5
20

60 HZ

HIGHER VOLUME MOVED AT THE MINIMUM POWER SUPPLY

Other voltage available on request

Other voltage available on request



MIXER RIO

CIRCULATORS

AG 10

AG 20

AG 30

Rio AG is classified as a powerful circulator for high flow and low energy con-
sumption. Rio AG is a compact and powerful system, characterized by a motor 
with adjustable inclination of up to 15° from horizontal, in order to better adapt 
to individual needs. The Rio’s low speed double helical setting allows for very 
quiet operation does not disturb animals in the lake, while minimizing the envi-
ronmental impact on the aquatic ecosystem. 

Rio AG ensures circulation and stratification in ponds with a surface area of up 
to 10,000 m2, using one single motor. It is possible to extend operations using 
multiple motors. Through equalization, the Rio AG allows the complete and uni-
form distribution of all the nutrients and oxygen over the entire volume of water. 
Rio AG is available in various installations. The floatable version allows for quick 
and easy positioning. Installations can be fixed or with an adjustable guide, cus-
tomizable to individual needs.

Single phase 
230 V

AG 10 M
AG 20 M
AG 30 M
AG 40 M

Three phase 
400 V 

AG 10 T
AG 20 T
AG 30 T
AG 40 T

Nom. Pow. HP 

1 

2 
3
4

propeller n°/mm

3/740
3/860
3/580
3/610

r.p.m. / 1”

1400 
1400 
2800
2800

Weight kg 

38
42
46
49

50 HZ
Nom. Pow. kW 

0,75
1,50 
2,20
3,00

r.p.m. propeller

123 
115 
245
230

reduction ratio

1/11,35
1/12,15
1/12,15 
1/12,15

Single phase 
230 V

AG 10 M
AG 20 M
AG 30 M
AG 40 M

Three phase 
400 V 

AG 10 T
AG 20 T
AG 30 T
AG 40 T

Nom. Pow. HP 

1 

2 
3
4

propeller n°/mm

3/740
3/860
3/580
3/610

r.p.m. / 1”

1400 
1400 
2800
2800

Weight kg 

38
42
46
49

60 HZ
Nom. Pow. kW 

0,75
1,50 
2,20
3,00

r.p.m. propeller

123 
115 
245
230

reduction ratio

1/11,35
1/12,15
1/12,15 
1/12,15

AG 40

HIGHER VOLUME MOVED AT THE MINIMUM POWER SUPPLY

Other voltage available on request

Other voltage available on request



STORMIX MA

4MIX

STORMIX MA

STORMIX PR

STORMIX PR

STORMIX PR

COMBO

COMBOCOMBITO

4MIX

BRIO

TRIPLEX

B E S TB E S TB E S TB E S TB E S TB E S T

O X Y G E NO X Y G E NO X Y G E NO X Y G E NO X Y G E NO X Y G E N

MIXER RIO

MIXER RIO



STORMIX MA

STORMIX MA

STORMIX PR

STORMIX PR

STORMIX PR

COMBO

COMBO4MIX

MIXER RIO

MIXER BR

COMBO PRO

COMBO PROCOMBO PRO

T R A N S F E RT R A N S F E RT R A N S F E RT R A N S F E RT R A N S F E RT R A N S F E R

R A T ER A T ER A T ER A T ER A T ER A T E
MIXER RIO



W H E R E  W E  O P E R A T EW H E R E  W E  O P E R A T E



ACQUAECOREMEDY  IS 

THE ENVIRONMENTAL DIVISION OF

VIA AUGERA 5/A

42023 CADELBOSCO SOPRA

REGGIO EMILIA - ITALY

TEL. +39 0522 918769

FAX +39 0522 918790

INFO@ACQUAECOREMEDY.COM

WWW.ACQUAECOREMEDY.COM


